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Correction Number CP-1438 

Log Summary: Omitted Beams Sequence In BDI 

Name of Standard 
PS3.3, PS3.6 

Rationale for Correction: 
The RT Beams Delivery Instruction (BDI) Module contains a sequence annotating the beams to be 
delivered. However, there is no information about beams included in the referenced RT Plan, but not 
included in that sequence. This situation occurs, when the current fraction is a continuation fraction of a 
prior incompletely treated fraction. In this case, the current sequence only contains those beams which are 
still to be continued or treated to complete the prior fraction. 
However, it is highly indicated to be able to tell the user, why a beam should not be treated in the current 
session. Therefore the IHE-RO Technical Committee requested from WG-07 to extend the content of the 
BDI Module to include information about the beams not part of treatment. This change proposal adds a 
separate sequence to convey that information. 

Correction Wording: 
 

In Part 3, C.8.8.29 RT Beams Delivery Instruction Module, add the following text: 

C.8.8.29 RT Beams Delivery Instruction Module 

The RT Beams Delivery Instruction Module contains additional information required by a Treatment Delivery System 
(TDS) when specifying delivery of an external beam radiotherapy treatment. This information is supplied by a 
Treatment Management System (TMS) when it creates an RT Beams Delivery Instruction SOP Instance, a composite 
SOP Instance in turn referenced by a Unified Procedure Step (UPS) in the Unified Procedure Step model. 

The RT Beams Delivery Instruction Module consists of a sequence of one or more beam tasks, where each beam 
task may also specify one or more Delivery Verification images to be acquired prior to, during, or after the treatment 
delivery. 

Table C.8.8.29-1. RT Beams Delivery Instruction Module Attributes 
 

Attribute Name Tag Type Description 
Referenced RT Plan Sequence (300C,0002) 1 Reference to a single RT Plan or RT Ion Plan SOP 

Instance (whose UID is also supplied in the Input 
Information Sequence - see PS3.4) containing all the 
Beams and the Fraction Group referenced in this SOP 
Instance. 
Only a single item shall be included in this sequence. 

>Include Table 10-11 “SOP Instance Reference Macro 
Attributes” 
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Attribute Name Tag Type Description 
Beam Task Sequence (0074,1020) 1 Specification of beams to be delivered and/or verified. 

One or more Items shall be included in this sequence. 

>Beam Task Type (0074,1022) 1 Indication whether beam is to be verified, treated 
(delivered), or both. 
Enumerated Values: 
VERIFY Beam verification only 
TREAT Beam treatment only 
VERIFY_AND_TREAT Beam verification and treatment 

>Treatment Delivery Type (300A,00CE
) 

1 Delivery Type of treatment. 
Enumerated Values: 
TREATMENT normal patient treatment 
CONTINUATION continuation of interrupted 
treatment 

>Primary Dosimeter Unit (300A,00B3) 1C Measurement unit of machine dosimeter. 
Enumerated Values: 
MU Monitor Unit 
MINUTE minute 
NP Number of Particles 
This value shall be the same as in the referenced RT 
Plan. It applies only to the Continuation Start Meterset 
(0074,0120) and Continuation End Meterset 
(0074,0121). 
Required if Treatment Delivery Type (300A,00CE) is 
CONTINUATION. 

>Continuation Start Meterset (0074,0120) 1C Meterset within Beam referenced by Referenced Beam 
Number (300C,0006) at which treatment delivery starts, 
in units specified by Primary Dosimeter Unit 
(300A,00B3). 
Required if Treatment Delivery Type (300A,00CE) is 
CONTINUATION. 

>Continuation End Meterset (0074,0121) 1C Meterset within Beam referenced by Referenced Beam 
Number (300C,0006) at which treatment delivery ends, 
in units specified by Primary Dosimeter Unit 
(300A,00B3). 
Required if Treatment Delivery Type (300A,00CE) is 
CONTINUATION. 

>Current Fraction Number (3008,0022) 1 The index of the fraction that is to be delivered or 
completed in this session. See Section C.8.8.29.1. 

>Referenced Fraction Group Number (300C,0022) 1C Indicates which fraction group of the referenced plan is 
to be treated in the treatment session. Only one Fraction 
Group shall be specified per Delivery Instruction SOP 
Instance. 
Required if the referenced plan has more than one 
Fraction Group Sequence (300A,0070) item. 

>Referenced Beam Number (300C,0006) 1 Uniquely identifies the Beam that is specified by Beam 
Number (300A,00C0) within Beam Sequence 
(300A,00B0) in RT Beams Module of referenced RT 
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Attribute Name Tag Type Description 
Plan or RT Ion Plan. 

>Beam Order Index (0074,1324) 3 Identifies required ordering of beam delivery, 
monotonically increasing by 1, starting from 1. See 
Section C.8.8.29.5. 

>Autosequence Flag (0074,1025) 3 Enumerated Values: 
YES The current beam shall be automatically treated 
following the preceding beam as defined by the Beam 
Order Index (0074,1324). 
NO The current beam shall not be auto-sequenced. 
See Section C.8.8.29.6. 

…    

>>Related Reference RT Image 
Sequence 

(0074,1040) 3 Uniquely identifies Reference Images to which planned 
verification image is related. All items in this sequence 
shall be RT Image SOP Instances. 

>>>Include Table 10-11 “SOP Instance Reference Macro 
Attributes” 

 

Omitted Beam Task Sequence (xxxx,yyy1) 3 Beams not to be delivered and/or verified. 
One or more Items may be present in this 
sequence. 

>Referenced Beam Number (300C,0006) 1 Uniquely identifies the Beam that is specified by 
Beam Number (300A,00C0) within Beam Sequence 
(300A,00B0) in RT Beams Module of referenced RT 
Plan or RT Ion Plan. 

>Reason for Omission (xxxx,yyy2) 1 Reason why the referenced beam is not to be 
delivered and/or verified: 
Defined Terms: 
ALREADY_TREATED 

The beam has been already treated in an 
earlier treatment session 

> Reason for Omission Description  (xxxx,yyy3) 3 Description of reason for omission. 
 

PS3.6 6 Registry of DICOM data elements 

(xxxx,yyy1) Omitted Beam Task Sequence OmittedBeamTaskSequen
ce 

SQ 1  

(xxxx,yyy2) Reason for Omission ReasonForOmission CS 1  

(xxxx,yyy3) Reason for Omission Description ReasonForOmissionDescri
ption 

LO 1  

 

 


