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DICOM Correction Proposal 

STATUS Letter Ballot 

Date of Last Update 2022/04/03 

Person Assigned Kevin O’Donnell 

Submitter Name Kevin O’Donnell 

Submission Date 2020/06/13 

 

Correction Number CP-2062 

Log Summary:  Add Device UID to Contributing Equipment Sequence 

Name of Standard 
PS3.3 

Rationale for Correction: 
There is a desire to identify an instance of a contributing piece of software more specifically than a release 
version; i.e. something akin to a serial number. 
Device UID (0018,1002) is added to the Contributing Equipment Sequence.  
UDI Sequence (0018,100A) is also added to support recall use cases that UDI was created to address. 

Correction Wording: 
 

PS3.3 Modify SOP Common Module as shown 

C.12.1 SOP Common Module 

Table C.12-1. SOP Common Module Attributes 

Attribute Name Tag Type Attribute Description 

…    

Contributing 
Equipment Sequence 

(0018,A001) 3 Sequence of Items containing descriptive Attributes of related 
equipment that has contributed to the acquisition, creation or 
modification of the Composite Instance. 
One or more Items are permitted in this Sequence. 
See Section C.12.1.1.5 for further explanation. 

... 
   

>Software Versions (0018,1020) 3 Manufacturer's designation of the software version of the 
equipment that contributed to the Composite Instance. 
See Section C.7.5.1.1.3. 

>Device UID  (0018,1002) 3 Unique identifier of the contributing equipment. 
 
Note 
1. There is no requirement that this Device UID (0018,1002) 
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Attribute Name Tag Type Attribute Description 

be the same as the Instance Creator UID (0008,0014) in the 
SOP Common Module, though it may be. 

>UDI Sequence (0018,100A) 3 Unique Device Identifier (UDI) of the contributing 
equipment.   
Note 
1. This is the UDI that corresponds to the entire 
contributing equipment as described by the other attributes 
in the Contributing Equipment Sequence. This is not 
intended to contain the UDIs of sub-components of the 
contributing equipment. 
2. Multiple Items may be present if the contributing 
equipment has UDIs issued by different Issuing Authorities. 
One or more Items are permitted in this Sequence. 

>>Include Table 10.29-1 “UDI Macro 
Attributes”  

 

>Spatial Resolution (0018,1050) 3 The inherent limiting resolution in mm of the acquisition 
equipment for high contrast objects for the data gathering and 
reconstruction technique chosen. If variable across the images 
of the Series, the value at the image center. 

... 
   

 

 


