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DICOM Correction Proposal 

STATUS Assigned 
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Person Assigned Christof Schadt 

Submitter Name Christof Schadt christof.schadt@brainlab.com 

Submission Date 2021/04/27 

 

Correction Number CP-2155 

Log Summary:  Add Long Label to Beam 

Name of Standard 
PS 3 2021b 

Rationale for Correction: 
Actual implementations of the RT Plan require an additional field to convey all information that is used to 
identify a beam. Currently the Beam Name is utilized as the primary identifier of a treatment field, whereas a 
textual description of the field is stored in the Beam Description. It is therefore proposed to add the Entity 
Long Label attribute to the Beam Sequence in order to not lose the treatment field note which can currently 
not be conveyed. 

Correction Wording: 
 

 

<The box shall precede each new section to be modified> 

 

C.8.8.14 RT Beams Module 

The RT Beams Module contains information defining equipment parameters for delivery of external radiation beams. 

Table C.8-50. RT Beams Module Attributes 
 

Attribute Name Tag Type Attribute Description 

Beam Sequence (300A,00B0) 1 Sequence of treatment beams for current RT Plan. 

One or more Items shall be included in this Sequence. 

>Beam Number (300A,00C0) 1 Identification number of the Beam. The value of Beam Number 
(300A,00C0) shall be unique within the RT Plan in which it is 
created. See Note 1. 

>Beam Name (300A,00C2) 3 User-defined name for Beam. See Note 1. 

>Entity Long Label (3010,0038) 3 User-defined label for this entity. See Note 1. 

>Beam Description (300A,00C3) 3 User-defined description for Beam. See Note 1. 
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Note  
 

1. Beam Number (300A,00C0) is provided to link related information across Modules, and its value 
should not be required to have any real-world interpretation. Beam Name (300A,00C2), a Type 3 
Attribute, is intended to store the primary beam identifier (often referred to as "field identifier"). 
Beam Description (300A,00C3)Entity Long Label (3010,0038), a Type 3 Attribute, is intended to 
store additional beam identifying information (often referred to as "field name"). Beam 
Description (300A,00C3), a Type 3 Attribute, is intended to store beam summary 
information (often referred to as “field note”). Equipment supporting both these Attributes 
should state this clearly in the Conformance Statement. 


