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DICOM Correction Proposal 

STATUS Assigned 

Date of Last Update 2021/06/23 

Person Assigned Christof Schadt 

Submitter Name Kari Jyrkkälä <kari.jyrkkala@varian.com> 

Submission Date 2021/06/01 

 

Correction Number CP-2159 

Log Summary:  New Interlock Codes 

Name of Standard 
PS 3 2021b 

Rationale for Correction: 
More codes are required to describe the interlocks that may happen during delivery 

Correction Wording: 
 

Update part 16 

Table CID 9568. Treatment Interlocks 
 

Coding Scheme Designator Code Value Code Meaning SNOMED-RT ID UMLS Concept 
Unique ID 

DCM 130476 Secondary Fluence Monitoring 
System Interlock 

  

DCM 130477 Timer Interlock 
  

DCM 130478 Door Interlock 
  

DCM 130479 Patient Motion Interlock 
  

DCM code01 Dose Limit Interlock 
  

DCM code02 Clearance Interlock 
  

DCM code03 Machine Clearance Interlock 
  

DCM code04 Patient Clearance Interlock 
  

DCM code05 Accessory Clearance Interlock 
  

DCM code06 Out of Tolerance Interlock 
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CID 9563 Interlock Resolutions 
Resources: HTML | FHIR JSON | FHIR XML | IHE SVS XML 
Type: Extensible 
Version: 20200624 
UID: 1.2.840.10008.6.1.1320 

Table CID 9563. Interlock Resolutions 
 

Coding Scheme Designator Code Value Code Meaning SNOMED-RT ID UMLS Concept Unique ID 

DCM 130453 Treatment Terminated 
  

DCM 130454 Interlock Overridden 
  

DCM 130455 Patient Repositioned 
  

DCM code07 Clearance Resolved 
  

 

D DICOM Controlled Terminology 
Definitions (Normative) 

This Annex specifies the meanings of codes defined in DICOM, either explicitly or by reference to another part of 
DICOM or an external reference document or standard. 

The contents of this table are available in OWL format at ftp://medical.nema.org/medical/dicom/resources/ontology/
dcm/dcm.owl and in Bioportal. 

Table D-1. DICOM Controlled Terminology Definitions (Coding Scheme Designator 
"DCM" Coding Scheme Version "01") 

 

Code Value Code Meaning Definition Notes 

130475 Primary Fluence Monitoring System Interlock An interlock triggered by failure of 
the primary system monitoring 
fluence. 

 

130476 Secondary Fluence Monitoring System 
Interlock 

An interlock triggered by failure of 
the secondary system monitoring 
fluence. 

 

130477 Timer Interlock An interlock triggered by a timer.  

130478 Door Interlock An interlock triggered by a door 
being open. 

 

130479 Patient Motion Interlock An interlock triggered by patient 
movement. 

 

code01 Dose Limit Interlock An interlock triggered by 
reaching a predefined dose 
limit 

 

code02 Clearance Interlock An interlock triggered by a 
collision or a possibility of it 
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Code Value Code Meaning Definition Notes 

code03 Machine Clearance Interlock An interlock triggered by a 
machine to machine collision 
or a possibility of it 

 

code04 Patient Clearance Interlock An interlock triggered by a 
machine to patient collision or 
a possibility of it 

 

code05 Accessory Clearance Interlock An interlock triggered by an 
accessory collision or a 
possibility of it. An accessory 
can be e.g. an electron 
applicator or a stereotactic 
cone. 

 

code06 Out of Tolerance Interlock An interlock triggered by an 
actual value being out of 
tolerance from the planned 
value 

 

code07 Clearance Resolved The clearance was resolved, 
and treatment delivery was 
continued. 

 

 


