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Correction Number CP-2218 

Log Summary:  Add Note in PS3.16 TID 10007 row 3 

Name of Standard 
PS 3.16 2022a 

Rationale for Correction: 
The traditional RDSR for X-Ray, TID 10007 Accumulated Total Projection Radiography Dose, Row 3 
contains the EV (113737, DCM, "Distance Source to Reference Point") as a single number for the whole 
RDSR. If this distance changes across the Irradiation Events of the same RDSR, it shall not be populated at 
the Accumulated level but at the Irradiation Even level as defined in TID 10003C Irradiation Event X-Ray 
Mechanical Data, row 11, in one of the values of the DCID 10008 “Dose Related Distance Measurements.” 
Sometimes this creates confusion to implementers when it is required to populate the Distance Source to 
Reference Point in RDSR. This CP adds a note on TID 10007 row 3 to clarify it. 

Correction Wording: 

 
Modify PS3.16 Section A. Structured Reporting Templates (Normative), TID 10007 X-Ray Radiation Dose 
as follows: 

 

Table TID 10007. Accumulated Total Projection Radiography Dose  
NL Rel 

with 
Parent 

VT Concept Name VM Req 
Type 

Condition Value Set 
Constraint 

1 
  

NUM EV (113722, DCM, 
"Dose Area Product 
Total")  

1 M 
 

UNITS = EV 
(Gy.m2, UCUM, 
"Gy.m2") 

2 
  

NUM EV (113725, DCM, 
"Dose (RP) Total")  

1 MC IF TID 10001 Row 4 = (113958, 
DCM, "Integrated Projection 
Radiography System") or any of the 
values of TID (10001) Row 18 are 
not (113858, DCM, "MPPS 
Content"). 

UNITS = EV 
(Gy, UCUM, 
"Gy") 

3 
  

NUM EV (113737, DCM, 
"Distance Source to 
Reference Point")  

1 U 
 

UNITS = EV 
(mm, UCUM, 
"mm") 

4 
  

NUM EV (113731, DCM, 
"Total Number of 
Radiographic 
Frames")  

1 U 
 

UNITS = EV (1, 
UCUM, "no 
units") 
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NL Rel 

with 
Parent 

VT Concept Name VM Req 
Type 

Condition Value Set 
Constraint 

5 
  

CODE EV (113780, DCM, 
"Reference Point 
Definition")  

1 MC IF any of (113725, DCM, "Dose (RP) 
Total"), (113728, DCM, "Fluoro Dose 
(RP) Total") or (113729, DCM, 
"Acquisition Dose (RP) Total") are 
present, and Row 6 is not present. 

DCID 10025 
“Radiation Dose 
Reference 
Points”  

6 
  

TEXT EV (113780, DCM, 
"Reference Point 
Definition")  

1 MC IF any of (113725, DCM, "Dose (RP) 
Total"), (113728, DCM, "Fluoro Dose 
(RP) Total") or (113729, DCM, 
"Acquisition Dose (RP) Total") are 
present, and Row 5 is not present. 

 

 

Content Item Descriptions 
 
Row 1 Accumulated Dose Area Product 
Row 2 Accumulated dose relative to reference point. 
Row 3 A single value for Radiography systems calculating reference point dose based on fixed 

distance, when the distance is constant for all irradiation events. When the distance is 
not constant across all irradiation events, these distances should be populated at the 
Irradiation Event level. 

Row 5 A coded definition of the Reference Point (RP) used for RP-related dose values. 
Row 6 A text definition of the Reference Point (RP) used for RP-related dose values. 
 


