Log Summary: Device observer code meaning incorrectly capitalized

Name of Standard
PS 3.16 2011

Rationale for Correction:
There is an inconsistency between the code meaning defined in the template and the definitions; choose the capitalization style that is more consistent with other code meanings used in the same template and elsewhere.

Correction Wording:

Change row 6 of TID 1004 of Annex B

**TID 1004** Device Observer Identifying Attributes

This template (derived from the DICOM General Equipment Module of PS3.3) contains identifying (and optionally descriptive) attributes of devices that are observers.

**TID 1004**

DEVICE OBSERVER IDENTIFYING ATTRIBUTES

Type: Extensible

<table>
<thead>
<tr>
<th>NL</th>
<th>Rel with Parent</th>
<th>VT</th>
<th>Concept Name</th>
<th>VM</th>
<th>Req Type</th>
<th>Condition</th>
<th>Value Set Constraint</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td></td>
<td>UIDREF</td>
<td>EV (121012,DCM, &quot;Device Observer UID&quot;)</td>
<td>1</td>
<td>M</td>
<td></td>
<td></td>
</tr>
<tr>
<td>...</td>
<td>...</td>
<td>...</td>
<td>...</td>
<td></td>
<td>...</td>
<td>...</td>
<td>...</td>
</tr>
<tr>
<td>6</td>
<td></td>
<td>TEXT</td>
<td>EV (121017,DCM, &quot;Device Observer Physical Location during observation&quot;)</td>
<td>1</td>
<td>U</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>